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.357 REMINGTON MAXIMUM

The .357 Maximum is a Ruger and
Remington co-development, chambered
initially in an enlarged Blackhawk re-
volver. This chambering is also available
in the Dan Wesson revolver and the T/C
Contender. The .357 Remington Maxi-
mum is a popular cartridge for IHMSA
revolver class silhouette.

The .357 Maximum is a .357 Magnum case lengthened 0.315".

The SAAMI Maximum Average Pressure for the .357 Remington Maximum is 48,000
C.U.P.

.357 REMINGTON MAXIMUM

Gun DOUGLAS Max Length 1.605"
Barrel Length 14" Trim Length 1.585"
Primer CCI BR4 OAL Max 1.990"
Case REM OAL Min 1.940"

START LOADS MAXIMUM LOADS Cartridge
Bullet Powder Grains Vel. Powder Grains Vel. C.U.P. Length Comment

210 (L) FNGC 5744 16.3 1335 5744 17.0 1518 45,300 1.965" LY 358627
1680 18.0 1451 1680 20.0 1649 42,200
2015 20.7 1374 2015 23.0 1561 38,700 Compressed
2230 21.2 1265 2230 23.5 1438 39,800 Compressed

NOS 158 JHP 5744 18.9 1606 5744 21.0 1825 42,900 1.905"
1680 22.8 1758 1680 25.3 1998 38,300
2015 22.5 1356 2015 25.0 1541 22,200 Compressed
2230 23.9 1390 2230 26.5 1580 29,200 Compressed

SRA 170 JHC 5744 18.0 1505 5744 20.0 1711 42,800 1.875"
1680 21.2 1727 1680 23.5 1962 38,400
2015 22.5 1364 2015 25.0 1550 24,800 Compressed
2230 23.9 1362 2230 26.5 1548 31,600 Compressed

HDY 180 SSP * 5744 19.8 1567 5744 22.0 1781 44,100 2.190"
1680 23.9 1732 1680 26.5 1968 41,000
2015 22.5 1304 2015 25.0 1482 21,500 Compressed
2230 24.3 1377 2230 27.0 1565 29,700 Compressed

SPR 200 TMJ 5744 16.2 1317 5744 18.0 1497 41,700 1.990"
1680 19.4 1474 1680 21.5 1675 41,900
2015 21.6 1347 2015 24.0 1531 35,500 Compressed
2230 23.0 1284 2230 25.5 1459 41,300 Compressed

* T/C only
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LEAD BULLETS: .359 (9,119)
JACKETED BULLETS: .358 (9,093)
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1.990 (50,55) MAX.
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